Built upon the original RICO Mk1 series, the RICO Mk2 LRF was designed with an integrated 1,200-yard capable rangefinder, a 60 Hz refresh rate, and increased 20 mK thermal sensitivity rating. The RICO Mk2 features a high-performance 12 µm Micro II core and an ultra-high-contrast 2560×2560 AMOLED HD display for an unparalleled viewing experience. The RICO Mk2 takes its image processing one step further with Advanced Image Correction and Automatic Image Optimization courtesy of its MATRIX III processor. An intuitive and easy-to-use interface combines with a picture-in-picture function, 5+ hour run-time, magnesium housing, 1000 G/s² shock-resistance, and 32 GB of internal memory. In the Mk2 LRF family, hunters can choose between the 384×288 model with 4× native magnification or the 640×512 model with 3× native magnification. The RICO Mk2 also unlocks advanced features such as a rotating zoom lever, magnetic charging port, and recoil-activated video.
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Quick-access Digital Zoom Control
Intuitive and smooth digital zoom
control dial steps in precise .Ix increments.

In-line Button Design

Top-side Focus Control
Easy to use, even with gloves.

Easy, precise, and fast manual
focus control dial.

Integrated Laser Rangefinder
Provides real-time range data
(single-firing or continuous)

on the display.

Magnetic Connection

A magnetic USB interface provides
quick and easy cable attachment
for charging and data transfer.

RL42R

Manual Fotus f(1.0 Lens New Dual Locking Mount
Now available W_lth a 4? mm Return-to-zero quick detach Picatinny rail mounting
(RL42R) germanium objective lens. system for fast removal and repeatable installation.




